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B110
CHASSIS CLAMP for fast set-up!

VERANKERUNGS-KLEMME Zum schnellen 
Aufsetzen des Fahrzeugs

PINCE À CHÂSSIS Pour pose rapide

CHASSIKRAMPA för snabb uppsättning
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Technical data

B110 Part No. 
31970

Weight 11.5 kg

Surface Treatment Zinc

Technische Daten

B110 Art.-Nr 31970

Gewicht 11.5 kg

Oberflächenbehandlung Zinkplattiert

Caractéristiques techniques

B110 N° de réf 
31970

Poids 11,5 kg

Traitement de surface Plaqué Zinc

Tekniska data

B110 Art. nr. 31970

Vikt 11,5 kg

Ytbehandling Zinkpläterad
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DistributorCAR-O-LINER is recognized for 
its leadership in the market-
place by continuously deliver-
ing high quality products and 
exceptional customer service.
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The B110 Chassis Clamp fits all bench 
mountings, both for BenchRack and for Mark 6/Com-
pact. Double segments, hardened and toothed, provide 
a secure grip on the sill while the specially treated 
surface prevents the clamp from gliding on the bench 
mounting. 

Die Verankerungsklemme B110 ist für alle Klemmen-
träger der Systeme BenchRack und Mark 6/Compact 
geeignet. Doppelte, gehärtete Zahnsegmente halten 
die Schwellerkante sicher fest, und die Oberflächenbe-
handlung verhindert, daß die Klemme am Klemmen-
träger verrutscht.

La pince à châssis B110 convient pour tous les 
supports de pinces, pour BenchRack et Mark 6 / 
Compact. Les segments doubles, trempés et crantés, 
donnent un maintien très fort au niveau du longeron 
de caisse et le traitement de surface empêche que la 
pince ne glisse sur son support.

Chassi krampa B110 passar alla bänkfästen, 
både för BenchRack och Mark 6/Compact. 
Dubbla, härdade taggsegment ger ett säkert grepp 
om tröskeln, och ytbehandlingen förhindrar att 
krampan glider på bänkfästet.


